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/~UPTO31’ 5”

31’ TO 46’ 6”

CONCRETE PAVEMENT SECTION
NOT TO SCALE

GENERAL NOTES:
1. CONSTRUCT SAWED CONTRAC11ON JOINTS AT 10’ INTERVALS.
2. CONSTRUCT TRANSVERSE EXPANSION JOINTS AT EACH END

OF CONCRETE PAVEMENT. SEE DETAIL.
3. USE CLASS “A’ C MIN 425 PSI FLEXURAL STRENGTH

USING THIRD POINT LOADING) CONCRETE.
4. SEE ITEMS 2.1.1., 2.2, 5.8, OF STANDARD SPECIFICA11ONS.
5. BACKFILL COMPACTED TO 90% OF ASTM D698 & DRESS

WITH SUITABLE MATERIAL FROM BACK OF CURB TO
PROPERTY LINE.

6. SUB GRADE PREPARA11ON MAY CONSIST OF FLY ASH
STABILIZA11ON, LIME STABILIZA11ON, CEMENT STABILIZATION,
OR SCARIFICA11ON AND RECOMPAC11ON.

7. VvHERE SUB GRADE PREPARA11ON IS NOT FEASIBLE, THE
CONTRACTOR WILL PLACE A 6” SLAB WITH THE APPROVAL
OF THE CITY ENGINEER.

DEC 03 2000—00 CITY OF WICHITA FALLS, TX
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SEE DOWELLED—ON
CURB DETAIL

CONSTRUC11ON JOINT
>-REQUIRED FOR HALF

WIDTH PAV1NG, CONTROL
u_iJOINT REQUIRED FOR

FULL WIDTH PA\’lNG OW
n-li

12” (TYP. ____

BOTH SIDES) ~

THICKNESS

PORTLAND CEMENT CONCRETE PAVEMENT
REINFORCED WITH #4 BARS © 24” O.C.E.W.
OR #3 BARS 0 18” O.C.E.W.

6” SUBGRADE (ITEM 4.6)
COMPACTED TO 95%
ASTM D*968


